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Characteristics 
 
 

Short-oil alkyd resin 

Composition 
 
 

Oil content: approx. 34 % of drying fatty acids 

Supplied as 
 
 

60 % in a solvent mixture of low aromatic white spirit („Shellsol D40“) and methoxy propanol  
(„Solvenon PM“), ratio 1:1. 

Use 
 
 
 

Primers and single-coat laquers in aromatic free solvents for universal use with good 
adhesion on steel, wood and non-ferrous metals 

Properties Non-volatile content (nvc) 
(as supplied) 
 
 

60 +/- 1 % 

 Flow time (from DIN cup, 4 mm, 20 °C)  
(diluted to 50 % with „D40“/methoxy propanol 1:1) 
 
 

110 - 150 sec 

 Acid value (in mg KOH / g) 
(relative to nvc) 
 
 

max. 20 

 
 
 
 

Colour value (iodine) 
(diluted to 50 % with „D40“/methoxy propanol 1:1) 
 
 
 

max. 15 

Solubility Petroleum spirit 100/140 
White spirit 
Turpentine oil 
Toluene 
Xylene 
Solvent naphtha 
Trichloroethylene 
Methyl ethyl ketone 
Methyl isobutyl ketone 
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Ethyl acetate 
Butyl acetate 
Methyl glycol acetate 
Ethyl glycol acetate 
Ethyl glycol 
Butyl glycol 
Ethanol 
Butanol 
Diacetone alcohol 
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dilutable 
largely dilutable 
limited dilutability 
very limited or no dilutability 
 
 
 

Processing and 
Performance 

For air-drying all-purpose primers, which can be overcoated with different top coats, e.g. 
stoving, nitro cellulose, PVC, chlorinated rubber, and 2-pack PU laquers. Good adhesion on 
steel, wood and also non-ferrous metals like aluminium and galvanised steel (indoor use). 

 


