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New products of Synthopol  

 

Buxtehude 01/10/2014 / BP 

Synthalat QTL 3199 

Thixotropic long-oil Alkyd Resin 

 
Synthalat QTL 3199 is a new development which supplements our well-known long-oil Alkyd 
Resins.   

�  Syntha la t  QTL 3199  -  Proper t ies  and technica l  data   

�  O i l  co n te n t :    a pp r o x .  63  % o f  ( l ow ye l l o w ing )
       veg e ta b le  f a t t y  a c id s  

�  Su pp l ie d  a s :    8 0  % in  l o w a rom at i c  wh i t e  
       s p i r i t  ( “D60” )  

�  No n- vo la t i l e  c on t en t  ( n vc )  
  ( as  s up p l i ed )    8 0  + / -  1  %  

�  Ac id  va lu e  ( in  mg  KO H /  g )  
  ( r e l a t i ve  t o  n vc )    ma x .  1 0  

�  Co lou r  va lu e  ( io d i ne )   
  ( as  s up p l i ed )    ma x .  1 0  

�  Use  
Synthalat QTL 3199 can be used to alter the rheological properties of wood stains and 
decorative paints, i.e., the manufacture of products such as “wood gels” or “non-drip” 
decorative paints. Synthalat QTL 3199 can be used with cobalt containing driers as well as 
with cobalt-free driers. 
  

�  Contac t  
Synthalat QTL 3199 is already in the phase of up-scaling. Therefore, samples are available 
on the short-term. If you are interested or if you require further information (e.g. starting 
formulations) please refer to your established contact persons in our sales and R&D 
departments. Or contact us via ++49(0)4161-7071-0 and info@synthopol.com 


